





ETC Source Four® Zoom 15°-30°

Ellipsoidal Series

PHOTOMETRICS
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Complete IES photometry data files (LM-63-02 format) may be downloaded from the ETC website.

Go to http://www.etcconnect.com/downloads.asp
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ETC Source Four® Zoom 15°-30°

Ellipsoidal Series

LAMPS

To determine Candela (Cd) or Lumens (Lm) for any other HPL lamp, multiply the Candela or Lumen value by the appropriate multiplying factor
(CAMF or LmMF) shown for that lamp in the table below.

Initial Color | Average 15° 15° 23° 23° 30° 30°
ETC Part # | Lamp Code | Watts | Volts | Lumens | Temp. K | Rated Life | Cd MF | Lm MF | Cd MF | Lm MF | Cd MF | Lm MF

RT116 HPL 750/115**| 750 115 21,900 3,250 300 1.00 1.00 1.00 1.00 1.00 1.00
RT196 HPL 750/115X | 750 115 16,400 3,050 1,500 64 74 64 74 64 74
RT113 HPL 575/115**| 575 115 16,520 3,250 300 .85 .78 .78 .81 .79 77
RT114 HPL 575/115X | 575 115 12,360 3,050 2,000 .56 .56 .56 .56 .56 .56
RT142 HPL 375/115 375 115 10,540 3,250 300 71 .50 .66 .52 .66 49
RT143 HPL 375/115X | 375 115 8,500 3,050 1,000 49 38 45 39 46 37
N/A HPL 750/120 750 120 21,900 3,250 300 1.00 1.00 1.00 1.00 1.00 1.00
N/A HPL 750/120X | 750 120 16,400 3,050 1,500 64 74 64 74 64 74
RT115 HPL 575/120 575 120 16,520 3,250 300 .85 .78 .78 .81 .79 77
RT171 HPL 575/120X | 575 120 12,360 3,050 2,000 .56 .56 .56 .56 .56 .56
RT112 HPL 550/77* 550 77 16,170 3,250 300 .87 76 .80 .80 81 76
RT117 HPL 550/77X* 550 77 12,160 3,050 2,000 .59 .56 .59 .56 .59 .56
RT160 HPL 750/230**| 750 230 19,750 3,200 300 .86 .78 73 .80 .76 .80
N/A HPL 750/230X 750 230 15,600 3,050 1,500 .54 .62 45 .63 47 .63
RT129 HPL 575/230**| 575 230 14,900 3,200 400 .67 .63 .64 .63 .65 .62
RT138 HPL 575/230X | 575 230 11,780 3,050 1,500 52 47 A4 48 46 48
RT154 HPL 375/230X 375 230 7,800 3,050 1,000 .37 .33 .35 .33 .36 .32
N/A HPL 750/240 750 240 19,750 3,200 300 .86 .78 73 .80 .76 .80
N/A HPL 750/240X 750 240 15,600 3,050 1,500 .54 .62 45 .63 A7 .63
RT130 HPL 575/240 575 240 14,900 3,200 400 .63 .63 61 .63 .62 .62
RT139 HPL 575/240X 575 240 11,780 3,050 1,500 48 47 A1 A48 43 A48
RT155 HPL 375/240X 375 240 7,800 3,050 1,000 .37 .33 .35 .33 .36 .32

Source Four Zoom is rated for 750W maximum.
*77 Volt HPL lamps are for use with ETC Dimmer Doubling technology only.

**Photometric data was prepared using a production fixture and the Prometric CCD measurement system. Fixture adjusted for cosine distribution and tested with calibrated
lamp at rated voltage. All data normalized to nominal lamp lumens in accordance with IES LM-73-04. Testing performed at ETC West, Hollywood, CA. All other multiplying
factors extrapolated from primary test data.

For links to photometry file downloads (IES LM-63-02 format) go to www.etcconnect.com.

HPL Specified Tolerances: Watts +/- 5%, Lumens +/-7%, Average life +/-10%, Color Temperature +/- 50K
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ETC Source Four® Zoom 15°-30°

Ellipsoidal Series

PHYSICAL ORDERING INFORMATION

Continued from front page...

Source Four Zoom Accessories

13, 3 8mm max MODEL DESCRIPTION
407CF Color Frame (included)
10.0"/ 254mm max. 400CC C-clamp (included)
7:3"/185mm min. 400SC Safety Cable
FQ 400PH-A Pattern holder (A size)
{ ) 400PH-B Pattern holder (B size)
el | = 400PH-G Glass pattern holder
: 400BY Balanced yoke assembly kit
8.5” 400RS Drop-in Iris
216mm
29 6" 400PTH3 Top Hat (3" tube)
752mm 400PTH6 Top Hat (6" tube)
400PHH Half Hat
400PGE3 Gel Extender (3" tube)
400PGE6 Gel Extender (6" tube)

Note: Available in black only

21.3" Source Four products are protected by one or more of the following
_ 541mm patents:
" “..E““i“ u.s. USRE36,3316, US5,345,371, US5,446,637,
US5,544,029, US6,092,914 and US5,775,799
U.K. GB0592589, GB0673488, 99930527.9*

Germany | DE0592589, GB0673488, 99930527.9*

Japan JP2,501,772

8.4" — * European patent application number

Source Four Zoom 15°-30° Weights®

MODEL WEIGHT SHIPPING WEIGHT
lbs kgs lbs kgs
41530 21 9.5 29 13.2

*Includes 2.3 Ibs for C-clamp
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