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Convection cooled �s�¬ – �O�P�E�R�A�T�E�S �W�I�T�H�O�U�T �C�O�O�L�I�N�G �F�A�N�S �O�R �l�L�T�E�R�S��
�Optimum cooling when mounted horizontally with the �s�¬
control panel vertical (or upright)

CONTROL FEATURES 
DMX512 In and Thru via 5Pin XLR connectors�s�¬
�3�U�P�P�O�R�T�S �U�P �T�O ���� �3�M�A�R�T�-�O�D�U�L�E�S �O�N �O�N�E �$�-�8 �L�I�N�E�s�¬
��(�I�G�H �C�O�N�T�R�A�S�T ���
�L�I�N�E �B�Y �����
�C�H�A�R�A�C�T�E�R �B�A�C�K�L�I�T �,�#�$ �W�I�T�H �G�R�A�P�H�I�C �s�¬
channel level indication
���
�B�U�T�T�O�N �K�E�Y�P�A�D �P�L�U�S �A�R�R�O�W �A�R�R�A�Y �A�N�D �%�N�T�E�R �B�U�T�T�O�N�s�¬
2 status LED indicators: Power and Valid DMX�s�¬
Soft patch any dimmer to any DMX channel�s�¬
��0�R�O�G�R�A�M�M�A�B�L�E �O�P�T�I�O�N�S �P�E�R �D�I�M�M�E�R�� �M�A�X�� �M�I�N �L�E�V�E�L�S�� �R�E�S�P�O�N�S�E �s�¬
time, non-dim operation, dimmer curve (Flourescent curve not 
available at 120V operation)
�Local manual control and 20 preset chase patterns for stand �s�¬
alone operation
�Programmable start modes with soft start for higher wattage �s�¬
�L�A�M�P�S �A�N�D �B�U�R�S�T �S�T�A�R�T �F�O�R �C�O�L�D �l�L�A�M�E�N�T�S
�$�-�8 �"�A�C�K�U�P �S�E�T�T�I�N�G�S �s�¬ – Selectable Data Loss Behavior
��0�A�S�S�W�O�R�D �P�R�O�T�E�C�T�I�O�N �F�O�R �A�C�C�E�S�S �T�O �$�-�8�� �#�O�N�l�G�U�R�A�T�I�O�N �A�N�D �s�¬
Install menus
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GENERAL
Four 6A or six 10A dimmers�s�¬
��5�N�D�E�R�W�R�I�T�E�R�S �,�A�B�O�R�A�T�O�R�I�E�S �C�5�, �-�A�R�K�E�D�� �T�E�S�T�E�D �A�N�D �L�I�S�T�E�D �T�O �s�¬
the following standards:

�5�,������ ���&�I�L�E�� �%�������������	--
Complies with ESTA DMX512-A Standards�s�¬
�Installation requires attachment of safety cables, main power �s�¬
and data via DMX

MECHANICAL 
�Manufactured of aircraft quality anodized aluminum with a �s�¬
�B�L�A�C�K �A�N�O�D�I�Z�E�D �l�N�I�S�H
�Integrated suspension points (threaded studs) for mounting �s�¬
hardware such as C-clamps
�%�Y�E�H�O�O�K �F�O�R �S�A�F�E�T�Y �C�A�B�L�E �A�T�T�A�C�H�M�E�N�T �O�N �L�A�R�G�E�R �M�O�D�U�L�E�s�¬

ELECTRICAL 
�������6 �����(�Z �-�A�I�N�S �S�U�P�P�L�Y�s�¬
4 x 6A unit:�s�¬

�������6 �3�I�N�G�L�E�
�P�H�A�S�E ���
�W�I�R�E �� �G�R�O�U�N�D�� �����! �F�E�E�D--
�Power wiring by use of an attached �exible 12’ SO feed --
cord and bare-ends (connector not supplied)
Fuse per dimmer for load protection--
Edison and Stage Pin outlets only--

6 x 10A unit:�s�¬
�������������� �4�H�R�E�E�
�P�H�A�S�E ���
�W�I�R�E �� �G�R�O�U�N�D�� �����! �F�E�E�D��--
��0�O�W�E�R �F�E�E�D �V�I�A �A �m�A�N�G�E�
�M�O�U�N�T �4�W�I�S�T�
�,�O�K �I�N�L�E�T ���(�"�,���������	 �O�R --
a cable feed
�#�I�R�C�U�I�T �B�R�E�A�K�E�R �P�E�R �D�I�M�M�E�R �F�O�R �L�O�A�D �P�R�O�T�E�C�T�I�O�N--
�%�D�I�S�O�N�� �3�T�A�G�E �0�I�N �O�R �4�W�I�S�T�
�,�O�K �O�U�T�L�E�T�S--

Note: Not designed for use with �ourescent ballasts

THERMAL 
�-�A�X�I�M�U�M �O�P�E�R�A�T�I�N�G �T�E�M�P�E�R�A�T�U�R�E �U�P �T�O �����ª�# ���������ª�&�	�s�¬
�(�U�M�I�D�I�T�Y �B�E�T�W�E�E�N ���� �
 ������ �N�O�N�
�C�O�N�D�E�N�S�I�N�G�s�¬

2.88”
73mm

3.27”
83mm

4.38”
111mm

5.44”
138mm6.42”

163mm

13.80”
351mm

SM6-10

SM4-6
Shown with C-clamps

4.92”
125mm

8.66”
220mm

7.09”
180mm

17.75”
451mm

physical              

SmartModule Dimensions & Weight *

MoDel Height WiDth Length weight

inches mm inches mm inches mm lbs �K�G�S

SM6-10 �������� 220 �������� 125 17.75 451 20 ������

SM4-6 6.42 ������ �������� ���� ���������� ������ 10 4.5

*Weights and dimensions typical


